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[Instrument Serial Number]
SerialNo=22113-111
[Instrument Infomation]
Main_FW_Version=6228001-03
CCD_FW_Version=6228010-00
Model_Name="3500 Genetic Analyzer"
[Instrument Regulation Type]
Regulation=RUO
[Plate Deck Observed Calibration Position]
x_axis_position=3434
y_axis_position=1105
z_axis_position=2519
[Polymer Delivery Calibration]
injection_current=0.190
injection_speed=200
aspiration_current=0.340
aspiration_speed=50
compress_current=0.210
compress_speed=200
plunger_up_current=0.190
plunger_up_speed=200
plunger_down_current=0.340
plunger_down_speed=50
leak_threshold=1000
compress_threshold=215
maxtravel=5864
[Laser Power Feature]
normalization=20.50
ex_wavelength=504.50
laser_type=SHIMADZU
[Capillary Spectral Calibration]
Start_Wevelength_Position=5
Start_Spectral_Position0=5
End_Spectral_Position0=16
Start_Spectral_Position1=17
End_Spectral_Position1=28
Start_Spectral_Position2=29
End_Spectral_Position2=40
Start_Spectral_Position3=41
End_Spectral_Position3=52
Start_Spectral_Position4=53
End_Spectral_Position4=64
Start_Spectral_Position5=65
End_Spectral_Position5=76
Start_Spectral_Position6=77
End_Spectral_Position6=88
Start_Spectral_Position7=89
End_Spectral_Position7=100
Start_Spectral_Position8=101
End_Spectral_Position8=112
Start_Spectral_Position9=113
End_Spectral_Position9=124
Start_Spectral_Position10=125
End_Spectral_Position10=136
Start_Spectral_Position11=137
End_Spectral_Position11=148
Start_Spectral_Position12=149
End_Spectral_Position12=160
Start_Spectral_Position13=161
End_Spectral_Position13=172
Start_Spectral_Position14=173
End_Spectral_Position14=184
Start_Spectral_Position15=185
End_Spectral_Position15=196
Start_Spectral_Position16=197
End_Spectral_Position16=208
Start_Spectral_Position17=209
End_Spectral_Position17=220
Start_Spectral_Position18=221
End_Spectral_Position18=232
Start_Spectral_Position19=233
End_Spectral_Position19=244
